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SINAMICS Power Module PM240-2
Data sheet for SINAMICS Power Module PM240-2

Lk ¢

VP8 O ing data 65L3210-1PE18-0AL1
&340 1 Figure similar
E F1TES | Client order no.: H)ERS | Item no.:
HITFITES | Order no.: $EIES | Consignment no.:
RINS | offer no.: IRE / Project:

JEFE | Remarks:

ﬁﬁﬁiﬁ | Rated data | | EH H*%ﬂ [ General tech. specifications
I [ input P]%gﬁ A 0.85
ower factor A
LA 3AC {R# £ cos
Number of phases Offset factor cogp(p 0.95
HIRRE +109 3
Line voltage 380...480V =10 % ?gi%enr!yn 0.96
RS 47 ... 63 Hz P EY
: AEZ% LpA(Tm)
Line frequency Sound pressFL)Jre level (1m) 72dB
FARE IR (LO) =
Rated curlrg;t (Lo) 10.10 A 2?;3%5? 0.12 kW
FEHRA (HO) p—
Rated current (HO) : IFE KA | Ambient conditions
M / output
i pae,
tﬁﬁl_ﬁ 3AC ooling nternal air cooling
umber of phases
RS
ﬁgé‘;{%e 400V Coolmg air requirement 0.005 m?/s (0.177 ft'ls)
L X
gﬁﬁ@ﬁ?ﬂi (LO) 7.70 A Install('IEt‘l!oﬁaltitude 1000 7k (3280.84 ft)
Rated current (LO)
FRE R (HO) 5.90 A IRIZB & | Ambient temperature
Rated current (HO) .
= 3 ii?i- LO _ o (]
7*5&':!1 iR 11.80 A Operation LO 5...40°C (23 ... 104 °F)
ax. output current
z iZ1T HO ; ° o
EEINE IEC 400V (LO) 3.00 kW Omarntion HO 5..50°C(23...122°F)
ated power IEC 400V (LO)
;ﬁﬁmﬁ NEC 480V (LO) 4.00 hp Tronsport -25...55°C(-13...131°F)
ated power NEC 480V (LO)
73 mﬁ 0o o
;ﬁﬁﬂ]i IEC 400V (HO) 220 KW Storage -25...55°C(-13...131°F)
ated power IEC 400V (HO)
HETHZ NEC 480V (HO) 3.00h FBXF SR E | Relative humidity
Rated power NEC 480V (HO) S0 Y
Bkisaz oo o
Pul;e frequency 4 kHz BT, &K 95 % RH, ZX|FEiEE
Max. operation 95 % RH, condensation not permitted
X BIZHIRIR 0. 200 Hz
utput frequency for vector control
A,
VIFEHIRT a9 T 0...550 Hz

Output frequency for V/f control

iF&EBE ] 1 overload capability
RiZ# (LO)

Low Overload (LO)

F£—1 300 RYYEIRRTEI A 57 F0A9 1.1 < SUEMHRR (B 110 %id#h) . £—1 300 FHEIFATIEIA 3 #bAY 1.5 x FUEME AR (B 150 %id#)

1.1 x rated output current (i.e. 110 % overload) for 57 s with a cycle time of 300 s 1.5 x rated output current (i.e. 150 % overload) for 3 s with a cycle time of 300 s

BiE# (HO)

High Overload (HO)

—> 300 #RYTEIRRT (B 57 7R 1.5 x MEERFR (B1 150 % 32 . £—1300 FAITEIRRTEIF A 3 #0892 x MERFR (BD 200 % i3%)

1.5 x output current rating (i.e., 150 % overload) for 57 s with a cycle time of 300 s 2 x output current rating (i.e., 200 % overload) for 3 s with a cycle time of 300 s

ERRAEN, RMARRBITEM | I EHR SRR SRR MR EPTE |
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| WA EEE | Mechanical data

£ | connections

BRI / Line side
g

Version

EOHEEE

Conductor cross-section

LM / Motor end
g

Version

EOEY®E

Conductor cross-section

PrirER IP20
Degree of protection P20
g Rt FSA
Size
HE
e 1.50kg (3.311b)
%ff 73 mm (2.87 in)
E;{%t 196 mm (7.72 in)
;;3?‘35 165 mm (6.50 in)
FTEEN 50598-209 T3NS $R%E* | Converter losses to EN
50598-2*
AR
Z—'(fficiency class IE2
XEESELIRER (90% / 100%) 67.71%

Comparison with the reference converter (90% / 100%)

|

[ 85.0 W (1.60 %) 97.0 W (1.82 %) 116.0 W (2.17 %)
100% @ --mm-mr Ko

[ —

65 0OW(1.21 %) 69.0 W (1.30 %) 76.0 W (1.43 %)

50% @ ------=------—---—--- L et 2
i i
| |
57ow<1 .06 %) 159 W (1.10 %) '
250 @ == m == mmmmmm e . !
1 1
1 1
1 1
1 1
1 1
| 1 N
50% 90% f

BALERE T UTIREEEEIEINE B ERTIRGE.

The percentage values show the losses in relation to the rated apparent power of the converter.

ZERR T AR () BUAAXERAE TR () BhEs (RIEFOEEN 50598) LHYIRFE
o XEEER T AR M E AR TN,

The diagram shows the losses for the points (as per standard EN 50598) of the relative torque
generating current (1) over the relative motor stator frequency(f). The values are valid for the basic
version of the converter without options/components.

HEE

*converted values

ERRAEN, RMARRBITEM | I EHR SRR SRR MR EPTE |

Technical data are subject to change! There may be discrepancies between calculated and rating plate values.

TR B i

Plug-in screw terminals

1.50 ... 2.50 mm? (AWG 16 ... AWG 14)

iR TCIRE T Rl 7

Plug-in screw terminals

1.50 ... 2.50 mm? (AWG 16 ... AWG 14)

BRAEYHBLHKE | Max. motor cable length

Shielded 50 2K (164.04 ft)
355%5&(1 100 % (328.08 ft)
¥ifE | Sstandards
ARl UL, cUL, CE, C-Tick (RCM), SEMI F47

Compliance with standards

CE &
CE marking

g 2/2

UL, cUL, CE, C-Tick (RCM), SEMI F47

RS 2006/95/EC
Low-voltage directive 2006/95/EC
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